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1450.01 General
Proper monumentation is important in referenc-
ing a highway’s alignment that is used to define
its right of way and the department can contrib-
ute to the body of public records and minimize
duplication of survey work by establishing and
recording monuments that are tied to a state
plane and to a standard vertical datum. In
addition, the department is required by law to
perpetuate existing recorded monuments. (See
RCW 58.09.) Consequently, the department shall
provide monuments for realignments and new
highway alignments and shall perpetuate existing
monuments impacted by a project.

Both the Department of Natural Resources
(DNR) and the Geographic Services Branch
maintain records of surveys performed and
survey monuments established. New monuments
are to be reported to both operations.

Existing monuments are not to be disturbed
without first obtaining the DNR permits required
by state law. DNR allows the temporary covering
of a string of monuments under a single permit.
State law requires replacement of land boundary
monuments after temporary removal according
to permit procedures. WSDOT control and
alignment monuments may be removed without
replacement if approved by the Geographic
Services Branch. (Notify DNR.)

Other requirements pertaining to specific
monuments are discussed below.

Figure 1450-1 summarizes the documentation
requirements for new and existing monuments.

The region is responsible for obtaining all
required permits before any existing monument
is disturbed and for the research to locate existing
monuments as required by WAC 332-120-030
as follows:

(2) Any person, corporation, association,
department, or subdivision of the state,
county or municipality responsible for an
activity that may cause a survey monument to
be removed or destroyed shall be responsible
for ensuring that the original survey point is
perpetuated. It shall be the responsibility of
the governmental agency or others perform-
ing construction work or other activity
(including road or street resurfacing
projects) to adequately search the records
and the physical area of the proposed
construction work or other activity for the
purpose of locating and referencing any
known or existing survey monuments.

1450.02 References
“Engineers and Land Surveyors,” RCW 18.43

“Surveys — Recording,” RCW 58.09

“State Agency for Surveys and Maps — Fees,”
RCW 58.24

“Survey Monuments--Removal or Destruction,”
WAC 332-120

“Minimum Standards for Land Boundary Surveys
and Geodetic Control Surveys and Guidelines for
the Preparation of Land Descriptions,”
WAC 332-130

“Manual of Instructions for the Survey of the
Public Lands of the United States 1973 BLM,
U.S. Department of Interior”

1450.03 Definitions
monument, as defined for this chapter, is any
physical object or structure which marks or
references a survey point. This includes a point
of curvature (P.C.), a point of tangency (P.T.), a
property corner, a section corner, a General Land
Office (GLO) survey point, a Bureau of Land
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Management (BLM) survey point, and any other
permanent reference set by a governmental
agency or private surveyor.

removal or destruction the physical distur-
bance or covering of a monument such that the
survey point is no longer visible or readily
accessible.

1450.04 Control Monuments

Horizontal and vertical control monuments are
permanent references required for the establish-
ment of project coordinates tied to a state plane
and elevations tied to a standard vertical datum.
By establishing and recording permanent control
monuments, the department eliminates duplica-
tion of survey work and contributes to the body
of public records.

Horizontal and vertical control monuments are
required for highway projects requiring the
location of existing or proposed alignment or
right of way limits. Monuments set by other
agencies may be used if within two kilometers
(1.24 miles) of the project and the required
datum and accuracy were used. To omit
monumentation when it is impractical, a
variance must be sought from the State
Survey Support Engineer.

When control monuments are required for a
given project, either show the existing and
proposed control monuments on the contract
plans or include an approved variance in the
design report.

For horizontal control:

• Use North American Datum 1983, revised
1991 (NAD83/91).

• Use a minimum of second order, Class II
procedures as defined in the Highway
Surveying Manual (M 22-97).

• Provide two monuments near the beginning
of the project.

• Provide two monuments near the end of
the project.

• Provide a pair of monuments at about five
kilometer (or 3-mile) intervals throughout
the length of the project.

For vertical control:

• Use North American Vertical Datum 1988
(NAVD88). See the Highway Surveying
Manual for orders of accuracy required.

• Use at least third order procedures within
project limits as defined in the Highway
Surveying Manual.

• Provide vertical control throughout the
length of the project. Desirable spacing is at
or near each milepost or every other kilome-
ter. Maximum spacing is five kilometers
(3.11 miles) apart.

All control monuments that are established,
reestablished, or reset must be filed with the
county engineer and DNR. Submit a
Monumentation Map that has been signed by
the supervising, licensed, professional engineer,
or land surveyor (or, if the monument is not
used to reference right of way or land corners,
submit a Record of Survey Mark).

1450.05 Alignment Monuments
Alignment monuments are permanent references
required for the establishment or reestablishment
of the highway and its right of way. Generally,
highway and ramp center line P.C.s and P.T.s are
monumented. Establishment, reestablishment, or
resetting of alignment monuments is required on
the following highway projects:

• New highway alignment projects.

• Highway realignment projects involving new
right of way. (Monuments are only required
for the realigned highway section.)

• Highway projects where alignment
monuments already exist.

Before an existing alignment monument is
reestablished or reset, a DNR permit is required.

All alignment monuments that are established,
reestablished or reset must be filed with the
appropriate county engineer and DNR. A copy
of a Monumentation Map is filed with the county
engineer of the county in which the monument
is located and the original is sent to the Olympia
Service Center Right of Way Plans Branch. The
Olympia Service Center will forward a copy to
DNR for their records.
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1450.06 Property Corners
A new property corner monument will be
provided where an existing recorded monument
has been invalidated as a direct result of a right
of way purchase by the department. The new
property corner monument shall be set by or
under the direct supervision of a licensed profes-
sional land surveyor. The licensed professional
land surveyor must record the survey with the
county auditor and send copies to DNR and
the Olympia Service Center Right of Way
Plans Branch.

1450.07 Other Monuments
A DNR permit is required before any monument
may be removed or destroyed.

Existing section corners and BLM or GLO
monuments impacted by a project shall be reset
to perpetuate their existence. After completing
the work, a Land Corner Record is required.

Other permanent monuments established by any
other governmental agency must not be disturbed
until the agency has been contacted to determine
specific requirements for the monument. If
assistance is needed to identify a monument,
contact the Olympia Service Center Geographic
Services Branch.

Resetting monuments must be done by or under
the direct supervision of a licensed professional
engineer or a licensed professional land surveyor.
A copy of a Monumentation Map is filed with
the county engineer of the county in which the
monument is located and the original is sent
to the Olympia Service Center Right of Way
Plans Branch. The Olympia Service Center
will forward a copy to DNR for their records.

1450.08 Documentation

The following documents are to be preserved
for future reference in the project’s design
documents file. See Chapter 330.

� A general statement about the project’s
impacts on existing monuments.

� A general statement concerning new
monuments.

1450.09 Filing Requirements
(1) DNR Permit

When a DNR permit is required, use the
application form shown in Figure 1450-2a.
The completed application must be signed by
a licensed professional engineer or a licensed
professional land surveyor and submitted
to DNR.

Monumentation work cannot be done until DNR
has approved the permit. Verbal permission may
be granted by DNR pending the issuance of a
written permit.

After resetting the monument, the survey method
used must be filed with DNR using the comple-
tion report form shown in Figure 1450-2b. The
form must be signed by a licensed professional
engineer or a licensed professional land surveyor.

(2) Monumentation Map

When a Monumentation Map is required, a plan
sheet is prepared. Generally, the plan sheet is
based on a right of way plan obtained from the
Olympia Service Center Right of Way Plans
Branch. A Monumentation Map contains a
description of all new and existing monuments
indicating their kind, size, and location. In
addition, it must contain the seal and signature
of a licensed professional engineer or a licensed
professional land surveyor. See the Plans
Preparation Manual.

A copy of a Monumentation Map is filed with
the county engineer of the county in which the
monument is located and the original is sent
to the Olympia Service Center Right of Way
Plans Branch. The Olympia Service Center
will forward a copy to DNR for their records.

(3) Land Corner Record

When a Land Corner Record is required, use
the forms shown in Figures 1450-3a and 3b. The
completed forms must be signed and stamped
by a licensed professional engineer or a licensed
professional land surveyor and submitted to the
county auditor for the county in which the
monument is located. Copies are sent to DNR
and the Olympia Service Center Right of Way
Plans Branch.
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Monument Documentation Summary
Figure 1450-1

SET NEW

WSDOT Control Monument
Before: No permit required.

After: File a copy of a Monumentation Map with the county engineer. Send the
original to the OSC R/W Plans Branch.

Alignment Monument
Before: No permits required.

After: File a copy of a Monumentation Map with the county engineer. Send the
original to the OSC R/W Plans Branch.

Property Corner Monument*
Before: Engage a licensed professional land surveyor.

After: Licensed professional land surveyor files Record of Survey with county
auditor and DNR and send a copy to the OSC R/W Plans Branch.

DISTURB EXISTING*

Control Monument
Before: Obtain DNR permit.

After: File a copy of a Monumentation Map with the county engineer. Send the
original to the OSC R/W Plans Branch.

Alignment Monument
Before: Obtain DNR permit.

After: File a copy of a Monumentation Map with the county engineer. Send the
original to the OSC R/W Plans Branch.

Section Corner, BLM, or GLO Monument
Before: Obtain DNR permit.

After: File Land Corner Record with the county auditor and DNR and send a copy
to the OSC R/W Plans Branch.

All Other Monuments
Before:

• Obtain DNR permit.

• Contact governmental agency.

After: File a copy of a Monumentation Map with the county engineer. Send the
original to the OSC R/W Plans Branch.

*Property corner monuments must be filed within 90 days of establishment, reestablishment, or
restoration.
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DNR Permit Application
Figure 1450-2a
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DNR Completion Report Form
Figure 1450-2b
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Land Corner Record
Figure 1450-3a
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Land Corner Record
Figure 1450-3b


